
RE
TR

O
/B

A
CK

R
is

ol
uz

io
ne

/R
es

ol
ut

io
n 

30
0 

dp
i

Fi
le

 a
cc

et
ta

ti:
 JP

EG
, T

IF
F 

(u
ni

co
 li

ve
llo

), 
PD

F 
(u

ni
co

 li
ve

llo
)

A
cc

ep
te

d 
fil

es
: J

PE
G

, T
IF

F 
(s

in
gl

e 
la

ye
r)

, P
D

F 
(s

in
gl

e 
la

ye
r)

FRO
N

TE/FRO
N

T

uscita/exit uscita/exit

Te
st

a 
/ H

ea
d

Testa / H
ead

Piede / FooterPi
ed

e 
/ F

oo
te

r

TIP
S FR

O
M

 O
U

R
 P

R
IN

TH
O

U
SE

Check the panel orientation! Front, Back, Inside - w
e are folding covers, so som

e pages m
ay be 

upside dow
n on our tem

plate.

G
ray separations: If you w

ant black and w
hite artw

ork, create grayscale using only the black 
channel (K).

Rem
em

ber the contrast in ink betw
een dark elem

ents; w
hat you see on the screen m

ay not be as 
visible in print.

Im
ages on the screen appear brighter than in print (the screen shines, paper doesn't).

Be cautious w
ith borders around the edge; the knife m

ay cause uneven fram
es.

Letters should be larger than 10p; below
 that size, w

e can't guarantee sharp printed letters, 
especially for thin or light fonts.

Letters look better in vector form
at rather than bitm

ap.

Black letters w
ill be sharper w

hen m
ade solely of 100%

K and set to overprint.

Barcodes w
ork best w

hen m
ade solely of 100%

K.

Keep in m
ind that �nishing processes m

ay slightly alter colours: m
atte foil reduces contrast, 

w
hile glossy foil intensi�es the depth of dark colours.




